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Middle East Insulation was established in the 
year 1993 in Dubai, UAE. MEI is one of the 
leading manufacturers of Cladding System. 
MEI is working closely with all the customers 
to produce partnership that builds a successful 
and profitable business. MEI has a reputation 
for qual i ty product,  us ing i t  as a tool for 
professionalism.

The reliability on a product is of top priority in 
our business relationship. From a simple warehouse 
to sophisticated industrial complexes, Malls, 

Hotels requiring high degree of thermal insulation 
with astonishing look, MEI offers complete design, 
supply and installation services to meet all 
the roofing and wall cladding for any size and 
type of projects

We are ISO 9001-2015 certified company 
which comes under A&H investment group. 
We are located in the Jebel Ali industrial area 
2 on a facility of 120,000 sq ft equipped with 
state-of-the-art machinery

Introduction

Our Products

M E I  -  sa n d w i c h    PA N E L
Sandwich Panels are available in Aluminium and 
Steel profi le of MEI 38/200, MEI 45/150, MEI 32/250 
and MEI 45/250. These panels, are specially 
designed for building requiring high insulation 
values. The factory injected insulation core with 
polyurethane gives excellent properties. It’s 
available in unlimited choices of outer / inner 
sheet, thickness, fi nish and color.

Polyurethane insulation composed principally of 
the catalyzed products of Polyisocyanurate and 

M E I  -  s L I PJ O I N T    PA N E L 
Slip Joint is a well organized Sandwich Panel used 
for wall cladding. It utilizes male and female 
action on the longitudinal joint to achieve superior 
tightness and insulation. Slip Joint can further be 
enhanced by providing a locking system (CAM 
LOCKS) at the longitudinal joint 

Slip Joint Panels are available in Aluminium and 
Steel profi les. These panels are specially designed 
for building like Cold Storage, Portacabin..etc 
which requiring high insulation values. The factory 
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polyhydroxyl closed-cell structure. the same 
panel can produce with rockwool, phenolic & 
Polyisocyanurate injection.

injected insulation core with polyurethane, 
rockwool, phenolic & polyisocyanurate gives 
excellent properties.

 MEI   SINGLE   SKIN   SHEETS
Available in a variety of thickness, finishes and 
colors in aluminium or steel profile sheets of MEI 
32/250, MEI 38/200, MEI 45/250 and MEI 45/150 
Single Skin Sheets are recommended for the roofi ng 
and the walls of industrial, commercial, and 
agricultural buildings.
The Panels can be coated with Zinc as well as 
Aluminum Alloys. Other special coating includes 
Premier, Polyester. PVF2, Plastisol and ARS. MEI 

can provide a wide range of colors with reasonable 
period of time
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KALZIP® SYSTEM
Kalzip® aluminium standing seam profi les are able 
to meet even the most demanding construction 
and design requirements, enabling you to create 
roof and facades which successfully combine 
outstanding functionality with stunning aesthetics. 
The design potential is virtually limitless – from the 
discreet to the elaborate; combining sophisticated 
elegance with contemporary design.

Insul -  Boards
Insul boards is fl exible, semi-rigid or rigid thermal 
and acoustical insulating boards for custom 
curtain wall, roof & floor applications. They 
vary in density and are made from Phenolic, 
Polyisosanurate, polyurathan or inorganic glass 
f ibers, bonded with a thermosetting binder like 
calcium silicate board or gypsum board.
Insul -  Boards have best fi re & Acoustic performance 
characteristics and helps maximize l ighting 
effi ciency. High-performance Insul-Board insulation 
board complies with the thermal requirements 
of bui lding regulations and ful ly meets the 
demands of building professionals
• Versatile and multi-purpose insulation board 

suitable for fl oor, wall and roof installations
• Best fi re & smoke performance with Phenolic for 

public areas

• Ideal for new build or refurbishment projects 
and meets all current building regulations

• Provides excellent thermal performance
• Ideal when self-supporting insulation is required
• Lightweight, easy to cut and install
• Low emissivity (low-e) foil facing provides 

enhanced thermal performance within cavity 
air spaces

Our  Products

M E I  -  A L U M I N I U M  C O M P O S I T E  PA N E L 
Aluminum composite panels Consists of two 
layers of smooth aluminum skins (0.2mm-0.5 mm 
thk) sandwiching a polyethylene core or fire re-
sistant Mineral Fiber Core thermo-bonded by pol-
ymer adhesive fi lm in a continuous thermo co-ex-
trusion process, pre-fi nished with a premium coil 
coating, PVDF2 or Polyester coating and availa-
ble in a variety of lengths and widths to allow for 
imaginative design and creativity.

PVDF COATING
EPOXY RESIN PRIMER

CHROMATE TREATMENT

BONDING
LAMINATION LAYER

THERMOPLASTIC
POLYETHYLENE CORE

OR MINERAL FIRE RATED CORE THICKNESS: 4 MM (STANDARD)
6 MM AVAILABLE ON REQUEST

ALUMINIUM 0.5 MM

Z  &  C  P u r l i n
MEI C & Z- section are secondary structural 
member used to gab between frames. These 
profi les are made from prehot dipped galvanized 
steel, G275 coating based on BSEN 10147 with 
minimum guaranteed yield strength 350 N/mm2. 
the metal thickness vary from 1.5mm to 2.5mm.
Sleeves are used to join purlin above frames, 
where as 6 to 8 mm cleats and 16mm bolts are 
usually used to connect this profile to building 
frames.
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